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GWPFA + Bolt Assembly
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1 Way GlaSS CO“ nECtiOH Product Dimensions
for 45°
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Product Data Product Data

2 Way GlaSS CO“ nECtiOn Product Dimensions
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Product Data

2 Way Glass Connection
for 45°

GWPFA - 2/45

Product Dimensions
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Product Data

2 Way Glass Connection
for 45°
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Product Data

2 Way Glass Connection
for 90°

GWPFA - 4/2/90R
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Product Data

3 Way Glass Connection
for fin

GWPFA - 4/3R
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Product Data

3 Way Glass Connection
for fin

GWPFA - 4/3L
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Product Data

4 Way Glass Connection
for fin

GWPFA - 4
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Product Dimensions

A
A
i
pY,
: / +0
" 402
”

21-M10 /\ A
COUNTERSUNK -

wn
Standard Bolt = f [P S -
i [-e] A
Glass Preparation g o)
B 7 N
>4 A
/ Ao
',’ /l,

2 ARMS WITH

SLOTS 12.5 x 22mm
(=)
(]
\

170
130

2 ARMS WITH
HOLES & 20mm = ‘

L M10 8.8 STUD

OR BOLT

10
65

Product Data

gy

UNIT-MM

17




Product Data

4 Way Glass Connection
for 45°

GWPFA - 4/45
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REFERENCE

Reference

Product Information:

» Material: 316 Grade Stainless Steel

+ Glass Thickness: 12mm ~ 38mm

+ Bolt Assembly Type: 2.11,2.3D, 2.3DIG, 2.1,2.11 and 2.3 IG

+ Glass Hole: Required

« Finish: Stainless Polished, Stainless Satin, Dark Bronze, and Matte Black

Product Finishes: Glass Uses:

Stainless Polished (SP) o

Dark Bronze (DB)
b

Monolithic Glass Laminated Glass Insulating Glass

Stainless Satin (SS)

* For use with Tempered Glass Only

Matte Black (MB)

Product Uses:

Full height Fin Stee Plate

Cantilever Fin
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Bolt Assemblies:

2.11 Flat Head
Fixed Bolt Assembly

2.3D CS/0D
Articulated Bolt Assembly

2.3 Countersunk
Articulated Bolt Assembly

2.1 Countersunk
Fixed Bolt Assembly

Key Services:

Design/Conceptual Drawings 3D Molding

Engineering and Calculation 2D/3D Shop Drawings and

Detailing

REFERENCE

2.3D IG CS/0OD/IG
Articulated Bolt Assembly

2.3 IG Countersunk/IG
Articulated Bolt Assembly

Solutions with customers” comments

and field conditions

Fabrication Drawings and Part

Manufacturing
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